
A-Tach # 10520 

 
Rugged Phone Holder 

 
4 - #6 X 3/8 inch 

Black Pan Head 

screws 
are included. 

 

A-Tach 

Mobile Device Mounts 

 

A-Tach solutions consist of two separated parts that are brought 

together to create a secure mounting solution. The first part is the 

vehicle mount and the second part is the device holder.  
 

 

Attention: Read all instructions and review the images before 

attaching this product. 
 

Minimum device width: 2 1/2 inches or 63.5mm 

Maximum device width: 3 1/4 inches or 82.55mm 

Minimum device Height: 4 5/8 inches or 120mm 

Maximum device Height: 6 5/8 inches or 170mm 

Maximum device thickness: 9/16 inch or 15mm 
 

 

NOTICE: Before you attach the device holder onto the vehicle mount, attach the 

vehicle mount onto the vehicle to ensure a proper fit.   
Instructions are provided for your convenience. You are responsible to determine if you have the skill to 
attach the solution to your vehicle.  

 
 

 
CAUTION: Do not overtighten the screws. 
Remember to press in on the screws while turning 

them into the plastic mount. 

 

(1) Illustration photo only.  
 Remove the ball base from the holder by 

loosening the ring.  

 Then align the ball base of the holder with 
the suggested holes in the A-Tach vehicle 

mount. 

 Attach the holder base using the included 
screws.  

 

The pre-drilled holes are not needed 
because the steel screws are self-

threading and will create their own 
threads while turning into the plastic 

mount. The biggest concern comes when 

forward pressure is not applied and the holes 
get stripped out. If this happens the base of 

the holder needs to be moved a little, and new 

holes tapped with the self-tapping screws. 
 

 
 

 

(2) Once the ball base is on the mount, 
 Place the ring all the way over the ball on 

the base. 
 Then take the holder and press the socket 

on the back of the holder onto the ball on 

the base.  
 Press the ball all the way into the socket. 

 Then tighten the ring back onto the threads 

on the socket. 
 Adjust the holder to the desired position 

and tighten the ring to desired tightness. 

See additional instructions on the back side. 

 

 



 
 

 
(3) To adjust the holder size, release the thumb tab 

on the back. 

 

 

(4) Then pull or spread the top of the holder 

outward.  
 

 
(3) Place your phone into the holder and close the 

top of the holder tightly onto the phone.  

 

 

(4) Press the thumb tab back in to lock the holder 

into place.  

 

A-Tach Mounts Returns and Warranty link: 

https://www.atachmounts.com/Warranty-Returns_ep_42-1.html 

 

If you have questions, contact: 

A-Tach Mounts / cs@atachmounts.com / ATachMounts.com 
 


